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STABIL Ac LINE SURGE PROTECTOR
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2.1 Protection Mode All modes ( L-N, L-G, N-G , L-L )
2.2 Operating Temperature -20°C...+70°C
2.3 lIsolation Resistance > 100 MCD at test 100 Volt (DC)
2.4 Response Time < 25 nSec.
2.5 Status Display Power and Fault LED indicator Model : MA3D40T ( with option : IB1 )
2.6 AC Load Current Independent ( Un-limited ) eI 250X 070
3. pauaniamalnia
3.1 IEC/ IEEE / 2@w. / VDE Class Il / Cat. B/ ¢ 1/ Type C
3.2 Line Voltage 230 Volt or 400/230 Volt , 50 Hz
3.3 Leakage Current < 5 mA at 230 Volt 50 Hz ( exclude indicator display )
3.4 Clamping Voltage 315 Volt £ 15 % at Current > 100 mA 50 Hz
3.5 Max. Transient Surge Current 40 kA .... 65 kA at 8/20 [LSec ( See model)
3.6 Let Through Voltage ( Transient) < 1.2 kV at category B3/C1
3.7 TOVs Surge Current >5Ain 0.5 Sec 50 Hz
3.8 Let Through Voltage ( TOVs ) < 280 Volt 50 Hz ( Due to TOVs Surge Current )
Model : MA3D40T ( with option : IB1+TOVC )
4. gunsaliiaiaan &M Srov AU : 260 x 250 x 110 WA,
4.1 1B1 = Indoor Box for single phase 230 Volt 50 Hz with accessories
42 OB1 = Outdoor Box and 1 unit of protector is included.
4.3 IB3 = Indoor Box for three phase four wire 400/230 Volt 50 Hz with
44 OB3 = Outdoor Box accessories and 3 units of protector are included.
4.5 TOVC = TOVs Surge Current Counter Model : TOVC
3 digits display / counts from 5 A £ 20% at one cycle of 50 Hz up

Type of AC Line Surge Protector Oglering formgt -
Model : ( with option: __ +_ )
Model Max. Transient Surge Current . .
(8/20 pSec) Model : MA3D40T ( with option : IB3+TOVC )
Odering example :
AUA : 350 x 260 x 150 NA.
MA3D40T 40 kA Model : MA3D40T ( with option : IB1+TOVC )
MA3D50T 50 kA means Surge Protector 40 kA for single phase 230 Volt 50 Hz
MA3DEST 65 kA with indoor box and TOVs surge current counter
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