STABIL Coaxial Surge Protector ?22@1;?213%;%5
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ANRENEFiegngnl CCTV, CATV, MATV , DVR, Video , Cable TV uazaw| Coaxial Surge Protector for CCTV and DVR
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2. ATURANUSLAY

Model : MCOA-UBSFF

2.1 neneuauedsianisllesiumniiigge Model : MCOA-UB7FF
- » » C\N o - I Dimension : W 25 x L 38 x H 41 mm.
2.2 ginsndtlasiv 1 fa arunsadlesiulsd 1 wasnues CCTV wse DVR
2.3 flaaniuuuy All modes protection
2.4 AnAalfiauusa DIN N1ASFIUIUIA 35 mm. 198 LUt
2.5 RnfaLu Rack 19" Patch Panel 1 1U 1 m

2.6 Ainasldaudne Tifiaanisnisingeinm

2.7 AanAwaud laenieuwuy 50 Q vsa 75 Q

Model : SR19-1U-D16UC

3. ELECTRICAL DATA Mounting on the rack 19" patch panel
Descriptions Specifications
3.1 Nominal data line voltage 5 Volt
3.2 Max. data line voltage 6 Vdc
3.3 Voltage protection level <35V at 1 kV/[LLlSec
3.4 Nominal impulse discharge current 5 kA at 8/20 LiSec
3.5 Operating temperature -10 °C to 70 °C
3.6 Insertion loss <0.1 dB at 1 MHz
3.7 Frequency 0 to 100 MHz
3.8 Response time <100 nSec
3.9 Impedance 50 €2 ( Model : MCOA-UB5FF ) or
75 Q) ( Model : MCOA-UBT7FF )
3.10 Connector type BNC (female)
3.11 Mounting Individual
or with Rack 19” patch panel 1U Model : SR19-1U-D16UC
3.12 Environment protection 1P20
3.13 Housing material Metal
3.14 Standard according ANSI / IEEE C62.41.1-2002 , IEC 61643-21
ITU-T Rec K12
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